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Installation

Duster Qty - 1

Parts List and Hardware Identifi cation

#8 x 1/2" Pan Head Washer Screw - 
Black, Qty - 4, Part Number 200.48       

Tailgate Retainer Mount, Left, 
Qty - 1, Part Number 311.85

Tailgate Retainer Mount, Right, 
Qty - 1, Part Number 311.86

Tailgate Bar, Qty - 1, 
Part Number 288.76

Safety glasses should be worn at all 
times while installing this product.

Caution

Step One
INSTALL TAILGATE RETAINER MOUNTS

Locate the left and right Tailgate Retainer Mounts. Place the mounts fl ush with the 
edge of the tailgate opening. Install the Tailgate Retainer Mounts with two #8 x 1/2" 
Pan Head Washer Screws for each mount. 

If your vehicle does not have holes at this location, align the Tailgate Retainer Mounts 
fl ush with the edge of the tailgate opening. Then mark the locations of the holes in the 
mounts, center punch and drill a 1/8" hole at the marked locations.  Install the mounts 
with two #8 x 1/2" Pan Head Washer Screws for each mount. 

Tailgate Retainer 
Mount (Left)

Tailgate 
Opening

#8 x 1/2" Pan Head 
Washer Screws

Place Tailgate 
Mount fl ush with 
edge of opening

Web Buckle Strap, Qty - 1, 
Part Number 407.34
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Step Three
INSTALL TAILGATE BAR

From the back of the vehicle, hold the Duster with the backing side toward you. 
Orient the Tailgate Bar with the rubber bulb facing down, in order to form a seal 
with the top of the tailgate. Slide the groove in the Tailgate Bar onto the tube 
inside the rear of the Duster. Roll the Tailgate Bar into the top of the Tailgate 
Retainer Mounts.

Web StrapBuckle

Front Sport 
Bar

Threading Strap 
through Buckle

Buckle

Step Four
SECURE WEB STRAPS

Drape the fabric forward over the rear of the vehicle and locate the web straps, 
with buckles attached, on the front of the Duster. Wrap the straps around the 
front sport bars and thread the ends loosely through the buckles. Do not pull the 
straps tight at this time. 

Note:  This product is designed for a "Custom Fit".  Be 
patient during the installation, it fi ts tight!

Duster - Backing 
side out

Strap

Step Two
SECURE REAR SEAT

Locate the Web Buckle Strap in the 
parts kit. Thread the web end of the 
strap through the footman loop closest 
to the rear of the seat on the Driver’s 
side. Fold the back of the seat down 
and thread the web through the bar 
on the seat back. Thread the end of 
the strap through the buckle and pull it 
tight. Tightening the strap securely will 
keep the seat from banging when the 
vehicle is moving.

Detail of Tailgate Retainer

Tailgate Retainer
Mount

Tube on inside of 
Rear Curtain

Tailgate Bar - Oriented 
with Rubber Bulb Down

View from Rear

Web Buckle 
Strap

Footman Loop

Seat Back

Seat Bottom
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Note:  The Plastic Protector sewn into the fabric must be located over the Tailgate Retainer Mounts.

Step Six
SECURE REAR CORNERS

Roll the plastic strips, sewn into the rear corners of the Duster into the Corner Retainers. Slide the corner plastic 
strip toward the front of the vehicle and make sure that the plastic strip fi ts up into the retainer so that the collar fi ts 
properly.

Plastic Strip

Fabric

Rear Corner 
Retainer

Detail of Plastic Strip
Hook and 
Loop Strips

Step Seven
SECURE COLLARS

Tuck the seat belt assemblies into the rear sport bar 
collars and close the rear sport bar collars by pulling 
fi rmly on the fabric and fastening the Hook and Loop 
Strips to each other.

Tighten the straps on the front of the Duster.

Step Five
SECURE PLASTIC STRIPS

Locate the plastic strip sewn to the Duster along each side of the vehicle. Start at one 
end on each side and roll the plastic strip into the Side Retainers.

Fabric
Side Retainer

Plastic Strip

Plastic Strip

Roll Plastic 
Strip into 
Side Retainer

Detail of Plastic Strip

Plastic 
Strip

Detail of Plastic Protector

Make sure the Plastic Protec-
tor under the fabric covers the 
end of Tailgate Mount
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Pull gently down, then out 
to release plastic strip

To Remove Duster
When removing the Duster, use the loops 
sewn to the fabric to release the plastic 
strips. Pull gently down, then straight out to 
release the plastic strip from the retainers.

If You Have a New Windjammer on Your Vehicle
Optional Installation

Duster

Pull Flap out and 
Over Duster

Windjammer - From 
Rear

Step Two - Optional
Locate the fl ap sewn to the vinyl side of 
the Windjammer. Pull the fl ap out over 
the top of the front edge of the Duster.

Step One - Optional
Locate Attaching Snaps from Hardware 
Kit supplied with the Windjammer. 

Step Three - Optional
Pull up on the front, reinforced edge 
of the Duster and mark the locations 
matching the three snaps on the Wind-
jammer fl ap, on the webbing along the 
top of the Duster. 

Snaps - on underside of fl ap

Install Studs on Webbing 
Reinforced Front Edge of 
Duster

Step Four - Optional
At the marked locations, push the sharp 
end of a Snap Head Screw through the 
Duster from the webbing side, to make 
a hole. Once a hole is formed, pull the 
screw back out of the hole. Then push 
the screw through the hole from the vi-
nyl side so that the snap is on top of the 
vinyl. Thread an Acorn Locknut over the 
pointed end of the Snap Head Screw. 
Snap the Duster and the Windjammer 
together with the three snaps.

Duster Fabric - 
Backing Up 

WebbingPush Snap Head Screw 
through to form a hole

Duster Fabric - 
Vinyl Up 

Acorn Locknut

Snap Head 
Screw 




